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HIGH PRESSURE WASHER RANGE

HPSTAR 130-9 EM

Cold Water Electric Engine Easy Maintenance

PUMP TYPE
Axial

PUMP ROTATION
2800 RPM

PRESSURE
130 bar

MAXIMUM FLOW
9 L/min

NET WEIGHT
48 kg

FA
B

RI
CATION  FRANÇAISE

M

ADE IN FRANCE

Electric High Pressure Washers are suitable for medium-duty cleaning work and require little maintenance. They are more quiet and 
since there’s no exhaust, you can use them indoors.

HPSTAR 130-9 EM
Pump Type Axial
Pump Rotation RPM 2 800
Maximum Pressure bar / Mpa 130 / 13
Nominal Pressure bar / Mpa 120 / 12
Maximum Flow L/min - L/h 9  – 540
Engine Electric - 230 V / 50 Hz
Power kW 2.7
Power max. HP 2.7
Dimensions L x W x H mm 620 x 600 x 1 030
Net Weight kg 48
Référence 0905415009EM

STANDARD EQUIPMENT

 Ceramic high pressure nozzle

  10 m pressure washer hose (210 bar)

 Pressure relief valve

 Detergent system

  Engine protection: thermical

 5 m electrical cord

 Removable handbarrow

 Transport wheels

OPTIONAL EQUIPMENTS
1. Hose reel (for 20 m hose)

2. 1/2 lance with turbo nozzle: 030

3. Twin Lance 300 mm or 605 mm (without nozzle)

4. Pressure hose 5/16’’ - 1 Braid - 250 bar: 10 or 20 m

5. Low pressure nozzle 50° (with twin lance)

6. Ceramic nozzle 1/4 NPT male (with twin lance)

7. Coupling nipple M22x1.5

8. Drain unblocker kit
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